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PERIODICALLY, APERIODICALLY, OR IN RESPONSE TO A 
DISCRETE EVENT: 

1) WIRELESS NETWORK 100 USES BASE STATIONS OR 
OTHER CONVENTIONAL DEVICES TO DETERMINE LOCATION 
OF MS 1 1 1 ACCORDING TO CONVENTIONAL METHODS AND 
TRANSMITS MS 111 POSITION INFORMATION TO MS 111; OR 

1 ) MS 1 1 1 USES POSITION LOCATOR 260 TO DETERMINE 
ITS OWN LOCATION. 
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MS 1 1 1 ACCESSES MS LOCATION SERVER 160 AND 
ESTABLISHES A SECURE CONNECTION. 
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MS 111 TRANSMITS ENCRYPTED LOCATION DATA TO MS 
LOCATION SERVER 160. MS LOCATION SERVER 160 STORES k- 415 
MS 111 POSITION IN CORRESPONDING RECORD IN MS DB 350 



MS LOCATION SERVER 160 PERIODICALLY OR APERIODICALLY 
RECEIVES ACCESS REQUESTS FROM CLIENT ACCESS DEVICESk- 
AND AUTHENTICATES CLIENTS USING USER NAME & PASSWOR D 
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IF CLIENT PROPERLY AUTHENTICATES: 

2) MS LOCATION SERVER 160 TRANSMITS ENCRYPTED MS 111 
POSITION DATA TO CLIENT ACCESS DEVICE, WHICH THEN 
DECRYPTS MS 1 1 1 POSITION DATA; 

OR 

2) MS LOCATION SERVER 160 DECRYPTS MS 111 POSITION 
DATA AND TRANSMITS UNENCRYPTED MS 111 POSITION 
DATA TO AUTHENTICATED CLIENT DEVICE 
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